
  
 

AR USB Update Cable 
Smart Bus and Smooth Flite USB update cable will allow you to update the software in the Smart 

Touch Screen and the main Smooth Flite unit.  

You will need a Windows 10 PC and a live internet connection to perform the upgrade. 

Step 1 Install the Advanced Radio Updater program 

The update program can be accessed from the following URL.  

http://boomarc.com/Downloads/Updater/Publish.htm  

Please navigate to this link and Click install. 

 

After clicking install the Advanced Radio AR Updater will download and depending on your chosen 

browser and security settings will automatically install or you may have to manually click on the 

downloaded setup.exe file.  

 

  

http://boomarc.com/Downloads/Updater/Publish.htm


  
 

During the install procedure you may be shown the “Windows protected you PC” message.  

 

Please click on “More Info” then click Run Anyway. 

 

This will install and run the Advanced Radio Updater.  

 

 



  
 

The Advanced Radio updater is a very simple program to use. You simply connect the Smart Screen 

OR Smooth Flite unit. The Updater will automatically recognise the Smart Screen or Smooth Flite 

unit and ask if you want to upgrade.  

 

Step 2 – Installing the USB Updater cable. 

After installing the software connect the USB updater cable to a port on the PC. It may take a few 

seconds for the driver to install.  

Please note. The version of software is matched between the Smooth Flite and Smart Screen so 

when you update the Smooth Flite unit you must also update the Smart Screen. 

Step 3 - Upgrading the Smart Screen. 

Once the USB cable and driver are installed connect the Smart Screen to the 4-pin plug on the USB 

updater cable.  

Please DO NOT connect both the Smart Screen and Smooth Flite at the same time. 

Once the Smart Screen is connected the updater program will automatically recognise it and you 

will be prompted with the following message. 

 

Don’t worry about the version number as this will change with new version releases. 

  



  
 

Click “Upgrade” and the upgrade process will start to download the new version of software. This 

may take several minutes depending on the speed of your internet connection.  

 

 

Once the new version of software has downloaded the Smart Screen upgrade process will start. This 

process will take several minutes.  

DO NOT disconnect the Smart Screen during the update process. 

 

Once the Smart Screen update is complete disconnect the Smart Screen.  

You can then connect the USB update cable to the 4-pin socket on the Smooth Flite where the 

Smart Screen normally connects.  

  



  
 

After connecting the Smooth Flite unit for 2 seconds the updater program will recognise it and show 

you similar prompts as upgrading the Smart Screen. The process for upgrading the Smooth Flite is 

exactly the same as updating the Smart Screen. 

 

Click “Upgrade”. 

 

 

DO NOT disconnect the Smooth Flite during the update process. 

Once the upgrade is complete disconnect the Smooth Flite unit from the USB Update cable. Connect 

the Smart Screen to the Smooth Flite unit, power up the Smooth Flite and perform a factory reset. 

This will update any new system parameters and save them to internal memory. 

To avoid sudden servo movement, we advise disconnecting servos from the Smooth Flite during 

the factory reset process. 

 If the upgrade process does not complete due to internet connection issues simply restart the 

updater program. 

 


